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Parameter Raw Mill On | Raw Mill Off
Feet/ second 20.0
_Dry Stand a_rd Cubzc Feet per Mmute 109,972
‘\:\“ﬁ' s Maiterless 10imicr, meter ,
X Total PMm Emlssmn F’lCtOI‘ kg PMm/Mg Clmker 0.113 ' 0.208 .
Total PMyp (201B/202), tons/yr 115.6 212.5 \
N Total PM (201B/202), Ibs/hr 26.4 48.5 § yf
§ . Total PM)p (201B/202), grains/dscf 0.0283 0.0556 4 f y,
e — PM;o Emission Factor, kg PM;¢/Mg Clinker 0.0142 ¥ 0.0098 V |),0137¢
PM,;0 % of Totad PM (201B), 69.9 58.2
PM;o (201B), tons/yr 14.6 10.1
PM,p (201B), Ibs/r 3.3 2.3
PMm (201}3), grmns/dscf 0.0036 0.0027
T PMas Emmission Factor, kg PMg,sfMg Clinker 0.0064 ¥ 0.0070Y | 2,006
PM, 5 % of Total PM (201B), . 34.1 41.5
PM; s (201B), tons/yr 6.5 7.2
PM, 5 (201B), Ibs/hr 1.5 1.6
PMa, 5 (201B), grmnsldscf 0.0016 0 0019
Cotidensible;Paiticulate Matter - o o v S
CPM Emission Factor, kg PMm/Mg Clmker 0.099 0 198
CPM (202), tons/yr 101 202
CPM (202), lbs/hr 23.1 46.2
CPM (202), grains/dscf 0.025 0.053
Sampling Parameters - L o
PM, o Dsp 10.46 10.83
PMa 5 Dy 2.46 2.68
(ias Viscosity/Temperature 196.2/214 232.7/356
Reynolds Number (PM;o/PM; 5) 1110/2764 939/2338
Cunningham Correction Factor (PM,¢/PM; 5) 1.02/1.08 1.02/1.09
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SECTION 2. SUMMARY OF RESULTS

2.1. Test Results

Téb!e 2.1-1 Rotary Cement Kiln;
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